Bulletin Board

Bulletin Board is a linoleum surfacing material which has a multitude
of applications. Its properties make it ideally suited for use on notice
boards, and it provides a functional finish to walls, furniture, door
panels and cupboards. The application of Bulletin Board in rooms
shared by many people facilitates simple, efficient communication.

Bulletin Board:
naturally durable
The rich, exciting range of colours and intensities in which Bulletin Board is
available provide a whole new perception of the product. The colours in the
collection are eminently suitable for combinations with other materials such as
wood, stone or aluminium, creating a decorative, as well as functional, material.
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Bulletin Board is produced from
renewable raw materials. The combination
of oxidised linseed oil, rosin, cork and
pigments in the product gives it
flexibility and resilience. These qualities
result in a product with exceptional
durability.
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Bulletin Board is applicable wherever people communicate with one
another. In educational buildings, for example, this might be in classrooms,
corridors or any other busy areas. It also has many applications in
hospitals: in public areas for communication with visitors, in staff areas
for current notices and, of course, behind beds in wards. Bulletin Board
is also highly suitable for use in office buildings: on the walls in offices
and conference rooms, corridors, photocopying areas and so on.

Hygienic for walls
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The colours in the collection have been harmonized with the Marmoleum and
Artoleum collections, Forbo Linoleum’s linoleum floor coverings, in order to allow
co-ordination possibilities.

The strong, durable, resilient properties of Bulletin Board prevent crumbling and
loss of grip often associated with traditional materials such as cork or soft board.
Bulletin Board is hygienic due to the fact that it does not attract dust and is
bacteriostatic.
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The diversity and colours in the
collection offer ample opportunities for
creating an eye-catching appearance
for every interior.
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