
	 note:	information	is	based	on	Life	Cycle	Assessment	(LCA)	data			•			www.forboflooringNA.com	 	

 material: Forbo Adhesives
  Sustain 885M, Sustain 1195, 615 Eurostar Lino EL, L885, L910W, T940, V885, C930, FRS885, FRT950 
 
 recycled content: pre-consumer (post-industrial)* . . . . . . . . . . . . . . .0%
 materials & resources credit 4 post-consumer . . . . . . . . . . . . . . . . . . . . . . . . . .0%
 1-2 points (NC, schools, CS, CI) post-consumer . . . . . . . . . . . . . . . . . . . . . . . . . .25% (Sustain 885M, Sustain 1195)

 indoor environmental quality:	 adhesives	meet	the	requirements	set	forth	in	the	SCAQMD	Rule	#1168
 low emitting materials (adhesives & sealants) credit 4.1  
 1 point (NC, schools, CS, CI)

 regional material: Sustain 885M, Sustain 1195, L885, L910W, T940,  
 materials & resources credit 5  V885, C930, FRS885, FRT950 . . . . . . . . . . . . . . . .facility: Dalton, GA, USA
 1-2 points (NC, schools, CS, CI) 660 adhesive (2 part polyurethane) . . . . . . . . . . . . facility: Olive Branch, MS, US 
  615 Eurostar Lino EL   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .facility: Wormerveer, The Netherlands
  

 

 material: Forbo Wall Base 
 
 physical properties: feet per carton . . . . . . . . . . . . . . . . . . . . . . . . . 4”	wall	base	=	120	linear	feet	per	carton
	 	 	 	 6”	wall	base	=	96	linear	feet	per	carton
  gauge  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/8”
  style  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  cove or straight toe

 recycled content: pre-consumer (post-industrial)*   .  .  .  .  .  .  .  .  .  .  .  .  .  32%
 materials & resources credit 4 post-consumer  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  0% 
 1-2 points (NC, schools, CS, CI)

 indoor environmental quality:	 meets	the	requirement	set	forth	in	SCAQMD	Rule	#1168
 low emitting materials (adhesives & sealants) credit 4.1 
 1 point (NC, schools, CS, CI)

 construction waste management: compostable jobsite scraps   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .check with Forbo for available markets
 materials & resources credit 2 packaging . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .100% recyclable
 1-2 points (NC, schools, CS, CI) 

 regional materials: manufacturing   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  facility: VPI Corporation
 materials & resources credit 5   Sheboygan, WI                                                                                                      
 1-2 points (NC, schools, CS, CI)

 regional extraction/process: ingredient extraction location
  resin  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Louisiana, United States
  epoxidized soybean oil  . . . . . . . . . . . . . . . . . . . Minnesota, United States
  wax . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . North Carolina, United States
  titanium oxide . . . . . . . . . . . . . . . . . . . . . . . . . Oklahoma, United States
  plasticizer . . . . . . . . . . . . . . . . . . . . . . . . . . . . Louisiana, United States
  clay . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Georgia, United States
  stearic acid . . . . . . . . . . . . . . . . . . . . . . . . . . . Minnesota, United States

*  recycled content calculated following Federal Trade Commission (FTC) –Part 260 - GUIDES FOR THE USE OF ENVIRONMENTAL MARKETING CLAIMS 
*  recycled content materials shall be defined in accordance with the International Organization of Standards document, ISO 14021 - environmental labels  and declarations - self-declared environmental claims (type II environmental)

adhesives


