TUV Rheinland Nederland B.V.

Return address: P.O. box 337, 7500 AH Enschede, The Netherlands

Forbo Novilon B.V.
Att. Mr. J. Jeuring
De Holwert 12
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TUV Rheinland Nederland B.V.
The Netherlands

Postal address:
P.O. Box 337
7500 AH Enschede

Parking and delivery:

NL -7741 KC Josink Esweg 10
Coevorden 7545 PN Enschede
The Netherlands

www.tuv.com/nl

T +31 88 888 7888
Report

Jaring.de Wolff@nl.tuv.com
Project number: 89208753

Report number:  89208753.01br Date
16/10/2015
Project number
Received: 89208753
A heterogeneous PVC floor covering, marked as: “Allura Flex 0.55”;
TUV-reference: MT15-79291.01 SIS .
89208753.01br
Sampling procedure: Phone number client

The samples are selected by the applicant. The test house has had no influence on the *31(0) 524 59 68 68

sampling procedure. Fax number client

+31(0) 524 59 68 88
The samples have been received on 08/10/2015.

Order: Article
Classification of burning behavior according to EN 13501-1:2007+ A1:2009. Allura Flex 0.55
Test methods: Ignitability of products subjected to direct impingement of flame (ISO
11925-2:2010/C1:2011) and determination of the burning behavior using a radiant
heat source (ISO 9239-1:2010) Appendix
| : Flooring Radiant Panel Single
Results: Specimen Report — 8 pages

See page three and four.

Appendix:
See page five up to and including twelve.

TRN applies General Terms & Conditions
which are filed at the office of the Clerk for
civil affairs at the Court in Zutphen (the
Netherlands) under number 35/2010,

dated November 17th 2010
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Date

16/10/2015
PRODUCT IDENTIFICATION .

Project number

. ) 89208753
Applicant : Forbo Novilon B.V *
Name : Allura Flex 0.55%* Report number
Type of product : Heterogeneous PVC floor covering* WO
Overall thickness (mm) : 4.00% Article
Thickness of wear layer (mm) 1 0.55% Allura Flex 0.55
Total mass per unit area (gr/m?) : 5200%
% . . < Page
Applicant's declaration 2/12

Figure 1, Picture of the received sample










